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Quadrant Range

Additional axis for any high precision Coordinate Measuring Machine
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Increase your CMM’s application range, effective measuring volume,
flexibility, productivity and efficiency while simplifying your measuring
procedures for symmetrical or prismatic components.

www.rpiuk.com



The Quadrant Series capabilities support your measurement process by
delivering new levels of accuracy, flexibility and performance

Reduced Inspection Times

The integration of the Quadrant 4th
axis to your machine simplifies your
measuring procedures significantly
reducing your customer’s process
times.

Proven Reliability

With over 500 installations world
wide the Quadrant series has
proven to be reliable over high duty
cycles while operating in the shop
floor environment.

High Loading Capacity

The Quadrant’s cleverly designed
bearing assemblies not only
guarantees the highest precision
available but a very high load carry
capability.

ISO 10360-3

Mechanical improvements have
reduced the table’s influence on
Radial (FR), Tangential (FT) and
Axial (FA) system errors.

Provides Reduced
Measurement Uncertainty

The combination of sub arc second
positioning accuracy and bearing
geometry of less than 0.0005mm
ensures a minimum impact on your
process measurement uncertainty.

Improved Thermal Stability

The introduction of the rotary axis
reduces the number and size of
linear moves helping to increase
accuracy and improve overall
thermal stability.

Quadrant Series features have been designed to help you get the job done

Air Floatation Base

Air pads can be integrated into
the base to enable the rotary table
to glide effortlessly over flat level
surfaces.

Range of Sizes and Bearing
Configuration

Standard sizes range from @250mm
to @1000mm available with 2
bearing configuration to better suit
your individual requirements.
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Low Profile Design

The QuadSlimLine range has been
specifically designed with the
lowest possible profile to minimise
its impact on the machine’s
measurement volume.

Improved Positional
Accuracy

The option to further improve
positional accuracy reduces the
table’s impact on ISO 10360-3 FR,
FT and FA system errors.
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Fully Integrated Solution

The Quadrant range is designed to
be fully integrated directly with your
existing machine control or via our
third party QuadMotion control.

Sunk Into CMM'’s Granite

QuadMatic virtually eliminates
impact on CMM'’s available
measurement volume by sinking
directly into the CMM’s granite
base.
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